
 
 

oceanus 18
PTA balloon dilatation catheter

The lowest
crossing profiles

3-wing refolding
for same french
compatibility

Durable hydrophilic
coating for enhanced 
trackability



   BP PC18 100 200 020 BP PC18 100 200 040 BP PC18 100 200 060 BP PC18 100 200 080 BP PC18 100 200 120 BP PC18 100 200 150 BP PC18 100 200 200

  
2.0

 BP PC18 150 200 020 BP PC18 150 200 040 BP PC18 150 200 060 BP PC18 150 200 080 BP PC18 150 200 120 BP PC18 150 200 150 BP PC18 150 200 200 

   BP PC18 150 250 020 BP PC18 150 250 040 BP PC18 150 250 060 BP PC18 150 250 080 BP PC18 150 250 120 BP PC18 10 250 150 BP PC18 150 250 200 

  
2.5

 BP PC18 100 250 020 BP PC18 100 250 040 BP PC18 100 250 060 BP PC18 100 250 080 BP PC18 100 250 120 BP PC18 100 250 150 BP PC18 100 250 200

   BP PC18 100 300 020 BP PC18 100 300 040 BP PC18 100 300 060 BP PC18 100 300 080 BP PC18 100 300 120 BP PC18 100 300 150 BP PC18 100 300 200

  
3.0

 BP PC18 150 300 020 BP PC18 150 300 040 BP PC18 150 300 060 BP PC18 150 300 080 BP PC18 150 300 120 BP PC18 150 300 150 BP PC18 150 300 200

   BP PC18 100 350 020 BP PC18 100 350 040 BP PC18 100 350 060 BP PC18 100 350 080 BP PC18 100 350 120 BP PC18 100 350 150 BP PC18 100 350 200

  
3.5

 BP PC18 150 350 020 BP PC18 150 350 040 BP PC18 150 350 060 BP PC18 150 350 080 BP PC18 150 350 120 BP PC18 150 350 150 BP PC18 150 350 200 

   BP PC18 100 400 020 BP PC18 100 400 040 BP PC18 100 400 060 BP PC18 100 400 080 BP PC18 100 400 120 BP PC18 100 400 150 BP PC18 100 400 200

  
4.0

 BP PC18 150 400 020 BP PC18 150 400 040 BP PC18 150 400 060 BP PC18 150 400 080 BP PC18 150 400 120 BP PC18 150 400 150 BP PC18 150 400 200 

   BP PC18 100 500 020 BP PC18 100 500 040 BP PC18 100 500 060 BP PC18 100 500 080 BP PC18 100 500 120 BP PC18 100 500 150 BP PC18 100 500 200

  
5.0

 BP PC18 140 500 020 BP PC18 140 500 040 BP PC18 140 500 060 BP PC18 140 500 080 BP PC18 140 500 120 BP PC18 140 500 150 BP PC18 140 500 200 

   BP PC18 100 600 020 BP PC18 100 600 040 BP PC18 100 600 060 BP PC18 100 600 080 BP PC18 100 600 120 BP PC18 100 600 150 BP PC18 100 600 200

  
6.0

 BP PC18 140 600 020 BP PC18 140 600 040 BP PC18 140 600 060 BP PC18 140 600 080 BP PC18 140 600 120 BP PC18 140 600 150 BP PC18 140 600 200 

   BP PC18 100 700 020 BP PC18 100 700 040 BP PC18 100 700 060 BP PC18 100 700 080 BP PC18 100 700 120 - -

  
7.0

 BP PC18 140 700 020 BP PC18 140 700 040 BP PC18 140 700 060 BP PC18 140 700 080 BP PC18 140 700 120 - -

   BP PC18 100 800 020 BP PC18 100 800 040 BP PC18 100 800 060 BP PC18 100 800 080 - - -

  
8.0

 BP PC18 140 800 020 BP PC18 140 800 040 BP PC18 140 800 060 BP PC18 140 800 080 - - - 

General Features
● Over-the-wire catheter (OTW)
● Usable catheter length: 100 cm, 140 cm or 150 cm
● Guidewire compatibility: 0.018’’ (optional 0.014’’)

● Tip profile: 0.019’’
● Crossing profile: from 0.029’’ up to 0.057”
● RBP: 16- 14 atm (for diameter 8 mm), ABP: 20 atm
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Manufactured by:

LVD Biotech, S.L.

www.ivascular.es

info@ivascular.es

Distributed by:

therapies for living

 Usable  Ø  
 catheter mm. Length (mm) Introd.
 length
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